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SURFACING

Reimagine
Lens Deblocking and Alloy Recovery

     Automated, Clean, Efficient Technology
We understand why labs prefer alloy, and sought to change how it is recovered. 

Traditional methods are unsafe, messy, and outdated. We developed a solution that 
is more efficient and more eco-friendly by creating a completely waterless system.

How did we do it? Learn more about our new methods
at coburntechnologies.com/reimagine

WWW.COBURNTECHNOLOGIES.COM
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Power Dimensions Weight
722lbs
328kg

Throughput
Single Phase, 5A, 
200-240V, 50/60Hz 
(one outlet req.)

80-100 psi,
5.5-6.9 bar, 
17 SCFM

Up to 220 lenses
per hour

63”W  x  42”D  x  73”H
1601 x 1069 x 1855mm

Lens Material
All (except glass)

Lens Diameter
50-90mm
2mm minimum
overhang

Air

Power Dimensions Weight Throughput
750lbs
340kg

Single Phase, 16A, 
208-230V, 50/60Hz
(one outlet req.)

85-100 psi, 
6.9 bar, 1.5 SCFM

Up to 240 pieces
per hour

78”W  x  55”D  x  52”H
1975 x 1392 x 1310mm

Air

AGILITY AUTODEBLOCKER

CLEAN ALLOY SEPARATION
Mechanical deblocking cleanly separates the lens from alloy in 
one swift motion while safely maintaining the integrity of the lens.

BLOCK & ALLOY COLLECTION
Blocks with alloy are either returned to the conveyor to be 
processed in the Integrity for alloy recovery, or dropped into 
a collection bin.

RELIABLE LENS HANDLING
Lenses are transferred back to the tray in the correct orientation 
(with the front side facing up) for subsequent de-taping.

WATERLESS ALLOY RECOVERY
Blocks with alloy are automatically rotated through an induction 
heating station, melting a very thin layer of alloy where it engages 
the block, allowing the alloy puck to separate cleanly and 
completely intact.

CLEAN & ECO FRIENDLY
Separated alloy remains completely intact in a waterless system, 
eliminating splashes of molten alloy in your lab.

AUTOMATED ALLOY & BLOCK HANDLING
Alloy pucks are safely dropped into a collection bin and ready for 
use in a lens blocker, and blocks are neatly stacked for reuse.

INTEGRITY ALLOY RECOVERY SYSTEM


