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Rx Entry Blocking Generating Fining &
Polishing

Hard Coating AR Coating Tracing &
Blocking

Edging

AUTOMATIC LENS TRACER/BLOCKER

HAB-8000X EXXPERT

FULLY
AUTOMATED

ONE-STOP
SOLUTION

AUTO RECOGNITION
OF OPTICAL CENTER

ACCURATE RECOGNITION
OF FRAME SHAPE

ADVANCED CAMERA
AND LENSMETER

WWW.COBURNTECHNOLOGIES.COM

FINISHING
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KEY FEATURES

HAB-8000X
AUTOMATIC LENS TRACER/BLOCKER

POWER

110/220 VAC, 
50-60Hz

Tiltable LCD Screen, SD Card 
Storage (Memory Included),
Barcode Reader Interface

DIMENSIONS

12 (w) x 19 (d) x 22 (h) in
300 (w) x 470 (d) x 560 (h) mm

Compatible with all 
Coburn lens edgers

WEIGHT

51 lbs
23 kg

SYSTEM COMPATIBILITYUTILITIES

Tracing Type

Tracing Mode

Tracing Size

Frame Material

Frame Data Processing

Measurement

Blocking Tolerance

Blocking Method

Blocking Pressure

Lens Recognition Mode

Lens Type Recognition

Digital Scan

Blocking Assistance

Layout Factors

Edging Factors

Functions

(Refer to the specification of the frame reader)

SPH: -10D~+10D, Cyl: ±6D (min. step 0.01D)

-0.5 ~ +0.5mm, Axis ± 1°

Automatic free location

3.0 kgf

Intelligent, Auto, Manual, Semi-Auto (for laser mark)

Single, Bi-focal, Progressive, 3-Dot

Shape, Hole/Slot/Notch, Step bevel line

Camera zoom, PD/OH live adjustment, 
Lens shortage check, Block attachment check, 
Auto brightness control

FPD/DBL, PD (Binocular, Monocular), Cyl Axis, 
OH (Y, Mixed Height, Box Height), 
Centering Method (Box Center, Optical Center)

Lens material (Refer to the edger) 
Edging type (Refer to the edger) 
Edging position (Refer to the edger) 
Edging options: Polishing, Safety beveling, Safety mode

Job manager, Digital pattern, Hole editor, 
Asymmetric bevel editor, Scan & Cut shape editor, 
Step bevel editor, Image/CAD file converter, 
OMA import/export, CAD file export, 
Auto job save & transmission, R/L shape correction, 
DCS/OMA compatibility 

• Digital Pattern Mode modifies shape, 
width, height, and circumference.

• Direct Import & Immediate Digital Scan 
can import DCS (OMA) file and process 
immediately, or input custom designs.

• Quick Hole Editing for rimless/semi�
rimless lenses with “drag & drop” feature.

• Instant Automatic Lens Recognition 
displays lenses at 1:1 ratio in real time.

• Easily loads shapes and drill coordinates 
from frame manufacturers.

• Smart Job Management software allows 
you to process 4 jobs at the same time 
when combined with EXXPERT edger 
and drill unit.

• Accurately traces high curve frames 
with stereoscopic scan technology.


